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Introduction — Bypass Switches
Compact On-Load By Pass Swiich

Salient Features

B Rangs&63A — 18004, 4 Pole suitable for ACZ 3A il zation
cotegory

B Comply with fhe lolest requirement of IEC &0947-
TS5/ 13P47-1 83

B By pass Switch i designed to customenrs spechic need in 1T
ndusines and siles where UPS and Servo  dabilmer
provwides main souroe of supply

8 Al gther feotures are as indic aled in On Lood Changsover
Seritches

Operation

S Compoct On-Lood By-pass swikch i aperaled mamally

with sngle handle comfodably. B provides three stable

posHions:

Position Operation

Q Loads are apen circuw ied

[] Loads are conneded fo the stobilzed
supply

n Loods are connedhed o the normal supply

Auxiliary Contacts
Aumibary condoct eady break tpe] 1 MO +1TNC or
2 MO +INC s availkable

Single Line Diagram

‘When By-pass swilch is seleded of posifion 'O all the confads
ofthree ol adorare op én circuited and provi de folal molaton .
M posiion ‘I' both solalor | & Il are dosed and stabilzed
supply i5 connedhed jo the lead. Al posihion 1l anly i sobabor |l s
dosed & isoladors | & Il are open thus bypassing UPS &
womneching normalsup ply direcily jo lood

Switch Construction

C & 5 design infroduced the concept of profechion in case of
welded condocts by positive break forced openingofconiocks.
In the event of high current and fuse kiling fo operale,
leading o welding of conlacts, the hand be will not tunn bayond
45" fram the OM posifion, dearly indicafing fhal the contads
areweldad.

Convenience of contods visibildy, permis conlod postion
inspechion, without removing the swilch from installafion, thus

en hancing rehability and savin glime.

Salf eddinguishing fibre glass re-inforced insulafing body of
poles has wary high trocking index. Large gap betwesn fxsd
and moving condads in OFF posflion, make fhem suilable for
solahon fundion .

Door indedocking prévents opening in the OMN posbon,
guarding the operaler ogonst an accidental mishap. As a
dandard wplo 3 padlocksare provided in the OFF postion o
prevent dosing the circuit during mainfenance work. They
can also be provided for the OM posifion. Usng a suitable
gaskst alongwith handle anhances ingress profedion level
folP54.
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On Load Changeover Switches
(With & without Fuses)

Salient Features

n Modukar designin3 & 4 pole [63A ~3 150A), suikcble for
viilzafioncategory AC-Z3A

B Easy mamnienanc: as, single pole con be reploced sasily
becouse of modular construchion, in olher design enfine
Switch has jo be replaced in cose of single pole burnd ar
damaged

8 Availablein openexecution &in sheet steel enclosure,

B Comply with the lolest requirements of [EC-40P47-143 /
1394 7-183 siand ands.

B Unigue self deaning conbact consirctiomn with specal knife
confacts (2004 —1800A), double break contods
(83— 160AL 1000—18500A) & single breok (200A--G00A)
with pesiive opening operalion, with quick make - break
and effective are splitfing plales guaraniee reliability and
longeledncallie of the Swatch.

8 Excellent frock ressionce of soldfion malenal in swich

frame prevenis flashower betwsen phoses in the mos

difficull circurnskanoss.

Adjusiable debscopi cshaft

Compod consirudion

Window for visual condactinspeciion

Suilable forcapacior swilching andas a mainswitch

Handle with in-build p adieckable focility i n-off posfion

Prommsan far defecting door mterkock

Indrexdual phase barrer nstalksb e without ools between

twea terminals and fully protected frame for safe operaiion

in coseof (200A-B00A)

Function

B These chongeover swiches are uwsed fo condrol &
disconned all kind of croui-disconnedhon feeders & molor
kad

8 By means of momal opergiion, changsover pedorms
aar cuit swilching & qre mainky used os a swiching devios of
terarindependent cincudt -1 &11

Accessories

n Agillary contad  (eardy breok type] THO + THC or
2MO + IHC s available

B Key &Costlelock focliy
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Common Characieristics I
S e
Reted Operafional Vollage (Us) “ 415

Rated Operafional Fraquancy E 50/ 40
Suitability for lsolation | —4—) - YEs

Pollufion Degree as per IEC / 15 - 3

Ambient / Cubicle Service Temp. A5

IP Level after mounting - IP 54
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